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- 1. Drawing Shown With Concrete Lids, Concrete Risers
and PVC Lids and Risers Available.
Inlet - = Outlet 62" 68" 2. Reinforcement Drawings Available Upon Request.
3. Tank Designs Meet ASTM C1227, C890 & Montana
— DEQ Circular 4 With 6 Feet Of Bury.
Section A Section A 4. Traffic Rated Tank Lids Available.
5. Minimum 4000 PSI Concrete
\ y 6. New tank dimensions vary slightly H: 64", L: 98", W:68"
T u
=0\
f 3
£
—— 20" Top View
ConSeal
CS-202 1n g 68"
3/4" Sealant 263 263
" n " <_ 3" Wa”
4" PolyLok Cast In 24 24 4" S "
Seals For Inlets sul , o W sul . 4 l_a i S — - a |l
. i 1]
Inlet 4" PVC et ——— &T } o
Baffle > Outlet
4" PVC utle
Baffle
I 57" I 61 "
Invert 50" Optional Two I [ 48" !
Compartment | ‘
Wall With 4" Hole L]
-7 [ [
4 bl | t |
4" _T 4" _f
1 64" 2" Taper
96" 15“ Taper
Section A Right Side View
Approx. Weight With Standard Lid = 10,370 Lbs.
Approx. Weight With Traffic Rated Lid = 12,680 Lbs.
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